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Uninterruptible Power Supplies
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Specifications . o o
Discharge Curves 77 "F(25°C)
Nominal Voltage 12V
Rated Capacity(10 hour rate) 100ANh I
: S
Total Height 8.63inches (219mm) T —
(with terminals) ]
Dimensions Height 8.43inches (214mm) N T
Length 13.0inches (331mm) >
Width 6.89inches (175mm) 2 o--i-1g 1 0:16C
€ T |
Weight Approx. 61.6pound(28kg) 2 B S S TR N I T
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Characteristics
Discharge time
10 hourrate (10.0A) 100Ah
Capacity 5 hourrate (17.0A) 85Ah i .
77F(25°C) 1 hourrate (60.0A) 60Ah Relationship between charge voltage and temperature
15 minute Rate(165A) 41.25Ah — -
S 2825 n
Internal Resistance Full charged Battery 77°F(25C) 4.5mQ = o 5 B 1o
srerere s
) 104°F(40°C) 102% hy
Capacity affected e 1561104+ 78 52+ 2.6
by Temperature ;;EE?C():) ;gg%
(20 hour rate) o 150+ L75k L Crg,
5F(-15°C) 65% S S s Cug
144967248+ 2.
Self-Discharge Capacity after 3 month storage 91% 96 48 -2 \,le\
77 (20°C) Capacity after 6 month storage 81% 13892169461 23 Dg iy
Capacity after 12 month storage 60% \Qi
132 88166441 22
Max. Discharge 800A(55) L
Current 77F(25°C) 10 0 10 20 30 40 50 60
lgmring M2 Ambient temperature(C)
Initial Charging Current less than 30A
|
Charge |Cycle Voltage 14.4~14.7V/77°F(25°C)
(Constant
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
Constant Power Discharge (WATTS @25C)

Cutoffvoltagev/cel 1M 5M 10M 15M 30M 45M 1h 2h 3h 5h 8h 10h 12h 24h
1.60V 625 571 394 307 191 148 119 70.0 49.1 32.4 227 18.3 15.7 8.11
1.65V 617 542 389 304 185 146 115 69.1 49 <yl 225 18.2 15.6 8.1
1.67V 610 540 386 302 173 144 114 68.8 48.6 a1 22.7 18.2 11585 8.09
1.70V 602 506 379 291 162 142 111 68.4 47.7 31.6 220 18.1 15.4 8.07
1.75V 541 461 346 274 156 141 108 67.9 46.4 31.0 21.7 18.0 19,3 8.06
1.80V 496 423 220 264 151 138 107 66.6 46.1 0.5 21.4 17.7 197 8.04
1.85V 298 cE 273 231 141 127 104 64.2 45.0 Pads) 20.1 16.9 14.4 7.62
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