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Specifications . o o
P Discharge Curves 77 "F(25°C)
Nominal Voltage 12V
Rated Capacity(20 hour rate) 12Ah
Total Height 3.86inches(98mm) =
(with terminals) 81
Dimensions Height 3.70inches(94mm) 35
Length 5.94inches(151mm) >
Width 3.86inches(98mm) o4
E -
Weight Approx. 8.16pound(3.7 Tkg) 2 -
1 2 5 10 20 60 2 5 10 20
| min | h
. . Discharge time
Characteristics ¢
20 hour rate (600mA) 12.0Ah
) 10 hour rate (1.12A) 11.2Ah
%})Egggé 5 hour rate (1.92A) 9.6Ah
] 1 BoUIelS ) i Relationship between charge voltage and temperature
15 minute Rate (21.1A) 5.3Ah
=]
Inferal Resistance Full charged Battery 77°F(25°C) 19mQ S = =
hawgs = = = (&)
S - o~ = L=
conec 104°F(40°C) 102% Zrere e s
apacity affected o . =
by Temperature 770F(205 C) 100% 1561047852+ 26
(20 hour rate) 32°F(0°C) 85% px
5%F(-15°C) 65% 15011001 751 50+ 25 Yo,
5p
N o, L L F B
Self-Discharge Copoc!ty after 3 month storage 91% 144+ 9672+ 48¢ 24
77°F(20°C) Capacity after 6 month storage 81% \7
) L L L L DF
Capacity after 12 month storage 60% 13.8- 926946 2.3 U
1321 88| 661 44 22 \lﬁ
Max. Discharge 180A(55) 8
Current 77°F(25°C) L L
. ;10 0 10 20 30 40 50 60
Terminal F2
Initial Charging Current less than 3.6A Ambient temperature(C)
Chorge | Cycle Voltage 14.4~14.7V/77°F(25°C)
(Constant
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
Constant Power Discharge (WATIS @25C)
F.V/Time 5Min 10Min 15Min 30Min 60Min 2H 3H 4 H 5H 10H 20H
9.6 509 326 264 VEY U 91.4 828 36.7 29.4 24.9 186.8 7.30
9.9 498 317 2150) 144.3 89.2 50.5 36.3 29.2 24.8 186.8 7.28
10.2 475 304 247 141.6 86.8 49.9 85.9 28.9 24.7 134.3 728
10.5 456 292 238 140.4 84.8 49.3 35.8 28.7 24 .4 13.43 {22!
10.8 429 290 226 136.4 82.1 47.9 5.8 28.0 241 18,18 7.10
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