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Specifications .
P Discharge Curves 77°F(25°C)
Nominal Voltage 12V :
Rated Capacity(20 hour rate) 200Ah o
Total Height 8.82inches (224mm) % —_
(with terminals) 81
Dimensions Height 8.66inches (220mm) N T
Length 20.47inches(520mm) > U
Width 9.45inches (240mm) 2 --t-de 1 016G
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Weight Approx. 127.6Pound (58kg) e, [ O N S S A S
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Characteristics
Discharge time
20 hour rate (10. 0A) 200Ah
5 ty 10 hour rate (18.4A) 184Ah
apaci 5 hour rate (32.0A 160AN . .
77F(257C) 1 hour rafe {120,0L] 120Ah Relationship between charge voltage and temperature
15 minute Rate (328A) 82. 0Ah oy =)
S 2825 n
Internal Resistance Full charged Battery 77°F(25C) 3.0ma = =S = = O
e e
. 104°F(40C) 102% -
Capacity affected . . s L H L
by Tomperalre 77F(25°C) 100% 1561104+ 78 52+ 2.6
(20 hour rate) 32°F(0°C) 85% 150 L75L L Crg,
5%F(-15°C) 65% e S “usg
self-Discharge Capacity after 3 month storage 91% 14479672 481 24 \'TLW\
77°F(20C) Capacity after 6 month storage 81% 13892169461 23 Dg iy
Capacity after 12 month storage 60% \%
132 88166441 22
Max. Discharge 1333A(59) L L L i
Current 77°F(25°C) 10 0 10 20 30 40 50 60
fermina M3 Ambient temperature(C)
Initial Charging Current less than 60A
Chorge | Cycle Voltage 14.4~14.7V/77%F(25°C)
(Constant
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
Constant Power Discharge (WATTS @25C)

Cutoffvoltagev/cel 1M 5M 10M 15M 30M 45M 1h 2h 3h 5h 8h 10h 12h 24h
1.60V 1124 985 697 545 349 263 231 138 95.8 63.2 43.5 37.3 30.8 15.8
1.65V 1096 965 691 541 a 260 228 136 94.6 63.0 43.3 36.8 30. 6 i
1.67V 1082 961 685 540 338 256 23 135 94.0 62.8 43.2 36.2 30.5 1585
1.70V 1068 908 672 529 331 a5 219 134 98 2 a5 43.0 36.0 30.3 15.4
1.75V 976 836 629 499 296 250 216 138 78 62.0 42.5 35.1 30.0 1538
1.80V 881 751 584 469 281 246 211 130 92.1 61.4 41.7 34. 4 29.8 15.1
1.85V 707 601 485 410 257 226 207 124 89. 3 5 Cal A v 14.8

kelsan.co




