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Uninterruptible Power Supplies
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Specifications .
P Discharge Curves 77°F(25°C)
Nominal Voltage 12V
Rated Capacity(20 hour rate) 26Ah 65
Total Height 4.96inches(126mm) < 60
(with terminals) o
Dimensions Height 4.96inches(126mm) 5 58
Length 6.97inches(177mm) >
Width 6.58inches(167mm) g 50
E 45 -
Weight Approx. 18.48pound(8.4kg) 2 4.0 -
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Characteristics
20 hour rate (1.30A) 26.0Ah
. 10 hour rate (2.41A) 24.1Ah
%Ogggyc\/) 5 hour rate (4.16A) 20.8Ah
1 hour rate (15.6A 15.6Ah . .
. (1564 Relationship between charge voltage and temperature
15 minute Rate (45.72A) 11.43Ah
Internal Resistance Full charged Battery 77°F(25T) 10mQ Z S 5 5 3
= & o ¥ 5
, 104°F(40°C) 102% erereers
Capacity affected 77F(25°C) 100% ~
by Temperature ; o 1561047852+ 26
(20 hour rate) 32°F(0°C) 85%
5F(-157C) 65% 15011001 75F 501 25 Ly
C ity affer 3 month sto 91% L
Self-Discharge GPGCW arter 5 month slorage / 144+ 967248+ 24
77°F(20C) Capacity affer 6 month storage 81% \'T .
Capacity after12 month storage 60% 13.8- 926946 2.3 87 g
Max. Discharge 132- 886644} 22 \lﬁ
Current 77°F(25°C) 92043
S—— B1 1000 10 20 30 40 50 60
Charge | Cycle Initial Charging Current less than 7.8A Ambient temperature(‘C)
(Consfant Voltage 14.4~14.7V/77°F(25°C)
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
Constant Power Discharge (WATIS @25C)
F.V/Time 5Min 10Min 15Min 30Min 60Min 2H 3H 4H 5H 10H 20H
9.6 1104 707 B73 320.1 198.0 1988 79.4 63.8 88.9 295.4 1862
9.9 1078 687 5688 312.6 193.3 109.5 78.7 833 53.8 293.2 {I5A7.6]
10.2 1030 659 536 306.9 188.0 108.2 77.8 62.7 53.4 290.9 18.71
10.5 987 633 818 304.2 183.7 106.8 7B 62.1 52.9 29.10 15.65
10.8 930 629 489 2868 177 8 103.9 76.4 60.6 52.3 28.45 1888
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