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Specifications . o o
P Discharge Curves 77 "F(25°C)
Nominal Voltage 12V
Rated Capacity(20 hour rate) 9Ah
Tofal Height 3.86inches(98mm) =
(with terminals) 81
Dimensions Height 3.70inches(94mm) 35
Length 5.94inches(151mm) >
Width 2.56inches(65mm) o4
E -
Weight Approx. 5.61 pound(2.55kg) 2 -
1 2 5 10 20 60 2 5 10 20
| min | h I
r Discharge time
Characteristics ¢
20 hour rate (450mA) 9.0Ah
) 10 hour rate (840mA) 8.4Ah
g;gggfé 5 hour rate (1.44A) 7.2Ah
) I o' felieh (95 S Relationship between charge voltage and temperature
15 minute Rate (15.6 A) 3.9 Ah
=]
Infernal Resistance Full charged Battery 77°F(25°C) 20mQ o~ °>° % E,_ ﬁ
= = = = Q
c ) 104°F(40°C) 102% erEerereg =
apacity affected om o . et
by Temperature 77OF[2§ C) 10°OA> 1561047852+ 26
(20 hour rate) 32°F(0C) 85% p
5°F(-15°C) 65% 1500 100F 7.5 50F 25 Yo,
S
I O,
Seft-Discharge Copoc!fy after 3 month storage 910/0 1445 961 721 481 24
77F(20°C) Capacity after 6 month storage 81% \7 D
Capacity after 12 month storage 60% 13.8- 926946 2.3 87 g
1321 88| 66 44! 2. \‘Q
Max. Discharge 135A(59) 88 44722
Current 77°F(25C) L L
: ;10 0 10 20 30 40 50 60
Terminal F2
Initial Charging Current less than 2.7A Ambient temperature(C)
Chorge | Cycle Voltage 14.4~14.7V/77°F(25°C)
(Constant
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
Constant Power Discharge (WATIS @25C)
F.V/Time 5Min 10Min 15Min 30Min 60Min 2H 3H 4H 5H 10H 20H
9.6 382 245 198 110.8 68.5 39.2 27.5 2R 18.7 102.3 5.48
9.9 373 238 191 108.2 66.9 37.9 272 21.9 18.6 101.5 5.46
10.2 357 228 185 106.2 65.1 37.4 26.9 21.7 18.5 100.7 5.44
10.5 342 219 178 105.3 63.6 37.0 26.8 21.5 18.3 10.07 5.42
10.8 322 218 169 102.3 61.6 36.0 26.5 21.0 18.1 9.85 5.33
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