
BATTERIES AND CHARGER BUILT IN

The CX14 powered truck is available in several versions fitted with MOSFET technology.
They are suitable for carrying loads on smooth floors and other surfaces. The small size and
turning radius make the CX14 range ideal for work in areas where space is at a premium,
such as lorries or narrow aisles.

CX14
GREAT POWER AND STABILITY

 Handle with control
• Large dimensioned Butterfly button
 control direction and speed.
• Double lifting command placed on both
 sides of the handle.
• Battery discharge indicator. 
• Safety push button + horn located on top
 of the tiller head.
• Hour meter (Plus and Gel versions).
• “Turtle button” for creep speed to allow
 operation with the tiller in the vertical
 position for minimum turning space.

 Traction battery
• The Plus and Gel versions
 have powerful traction
 batteries for better endurance.
 The strong battery cover, fixed 
 by hinges, makes the access to 
 the battery housing easier.

 Stabilising wheels
• Two adjustable wheels allow ease
 of movement, even on the most
 difficult of surfaces.
 The wheels also provide great
 stability under all conditions.

special
handling
solutions
See chart at pag. 58
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ELECTRIC PALLET TRUCKS
HAND PALLET TRUCKS

SCALES
HIGH LIFT PALLET TRUCKS

MANUAL STACKERS
SEMIELECTRIC STACKERS

ELECTRIC STACKERS

The producer reserves the right to introduce changes to models and features without prior notice.

G=Rubber, P=Polyurethane, M=Driving wheel  |  * Battery capacity of 132 Ah in 20 hours rating  |  Available with double load roller

MODEL CX 14 CX 14 CX 14 CX 14 CX 14 CX 14 CX 14 CX 14

TYPE 1150x525 1150x685
1150x525 

PLUS
1150x685 

PLUS
1000x525 1000x685

1000x525 
PLUS

1000x685 
PLUS

CAPACITY Q Nominal load Kg 1400 1400 1400 1400 1400 1400 1400 1400

CENTRE OF GRAVITY C Distance mm 600 600 600 600 600 600 600 600

DRIVING SYSTEM Escort type • • • • • • • •

DIMENSIONS 

ELEVATION h3 Elevation mm 200 200 200 200 200 200 200 200

h2 Normal free elevation mm 115 115 115 115 115 115 115 115

LENGTH I Fork length mm 1150 1150 1150 1150 1000 1000 1000 1000

nXS1 Fork widht x thickness mm 150x50 150x50 150x50 150x50 150x50 150x50 150x50 150x50

DIMENSIONS L Total length mm 1650 1650 1650 1650 1500 1500 1500 1500

L2 Steer unit length mm 500 500 500 500 500 500 500 500

B Width mm 720 720 720 720 720 720 720 720

Working width mm 525 685 525 685 525 685 525 685

TURNING RADIUS Wa mm 1435 1435 1435 1435 1285 1285 1285 1285

STOWAGE PASSAGES Ast 800x1200 mm 1900 1900 1900 1900 1750 1750 1750 1750

PERFORMANCES 

SPEED Translation with / without load Km/h 4,5/4,7 4,5/4,7 4,5/4,7 4,5/4,7 4,5/4,7 4,5/4,7 4,5/4,7 4,5/4,7

Lifting with / without load m/s 0,02/0,03 0,02/0,03 0,02/0,03 0,02/0,03 0,02/0,03 0,02/0,03 0,02/0,03 0,02/0,03

Descent with / without load m/s 0,04 0,04 0,04 0,04 0,04 0,04 0,04 0,04

MAX SUP. SLOPES With / without load % 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10

WEIGHTS 

EMPTY WEIGHT With battery Kg 203 207 246 250 199 203 242 246

AXLE LOADING With load (driver / load) Kg 562/1041 565/1042 599/1047 602/1048 561/1038 564/1039 598/1044 601/1045

Without load (driver / load) Kg 170/33 173/34 207/39 210/40 169/30 172/31 206/36 209/37

FRAME 

WHEELS Driver side / load Nr 2+1M/2 2+1M/2 2+1M/2 2+1M/2 2+1M/2 2+1M/2 2+1M/2 2+1M/2

Driver side / load type P+G/P P+G/P P+G/P P+G/P P+G/P P+G/P P+G/P P+G/P

TYRES Driver-wheel dimensions mm Ø 250x76 250x76 250x76 250x76 250x76 250x76 250x76 250x76

Stabilizer wheels dimensions mm Ø 100x40 100x40 100x40 100x40 100x40 100x40 100x40 100x40

Load side dimensions mm Ø 82x80 82x80 82x80 82x80 82x80 82x80 82x80 82x80

WHEELS BASE Y Back / front mm 1195 1195 1195 1195 1045 1045 1045 1045

X Front/Forks end mm 215 215 215 215 215 215 215 215

OPERATING BRAKE Electric type • • • • • • • •

DRIVE 

Traction(T) / starter(S) type S S T T S S T T

BATTERY Voltage / capacity V/Ah 24/74 24/74 24/110* 24/110* 24/74 24/74 24/110* 24/110*

Weight Kg 36 36 78 78 36 36 78 78

ELECTRIC MOTORS Traction motor kW 0,7 0,7 0,7 0,7 0,7 0,7 0,7 0,7

Lifting motor kW 0,4 0,4 0,4 0,4 0,4 0,4 0,4 0,4

GEAR CONTROL Electric type • • • • • • • •

BATTERY CHARGER Voltage / capacity V/A 24/13 24/13 24/20 24/20 24/13 24/13 24/20 24/20

ACCESSORIES

CHARGING BATTERY KIT (INVERTER)

OPTIONALS

POLYURETHANE DRIVING WHEEL RING

MAINTENANCE BATTERY KIT 


